Analog Devices Welcomes Hittite Microwave Corporation

NO CONTENT ON THE ATTACHED DOCUMENT HAS CHANGED
A. Unit Start-up

- Connect a USB cable (not supplied) between the port at the rear of the unit and a PC.
- Insert the power supply's 5 pin connector into the socket at the rear of the unit.
- Insert one end of the power cord into the power supply and then the other into an electrical outlet.
- Turn on the power switch at the rear of the unit.

B. Software Installation

- When installing the software from the CD follow the directions provided by the installation program.
- See below for general installation process.

B1. Select the desired components with the checkboxes, and select the install button. The default installation recommended.

B2. Select Next.

B3. This window will be displayed during the install process. This window shows status of the install.

B4. The software is being installed.

B5. Select Continue Anyway.


B7. Select Next.
A. **Unit Start-up**

- Connect a USB cable (not supplied) between the port at the rear of the unit and a PC.
- Insert the power supply's 5 pin connector into the socket at the rear of the unit.
- Insert one end of the power cord into the power supply and then the other into an electrical outlet.
- Turn on the power switch at the rear of the unit.

B. **Software Installation**

- When installing the software from the CD follow the directions provided by the installation program.
- See below for general installation process.

B1. Select the desired components with the checkboxes, and select the install button. The default installation recommended.

B2. Select Next.

B3. This window will be displayed during the install process. This window shows status of the install.

B4. The software is being installed.

B5. Select Continue Anyway.


B7. Select Next.
1. Signal Generator
2. Installation Disk
3. Power Supply
4. Power Cord
5. Calibration Certificate

A. Unit Start-up
- Connect a USB cable (not supplied) between the port at the rear of the unit and a PC.
- Insert the power supply’s 5 pin connector into the socket at the rear of the unit.
- Insert one end of the power cord into the power supply and then the other into an electrical outlet.
- Turn on the power switch at the rear of the unit.

B. Software Installation
- When installing the software from the CD follow the directions provided by the installation program.
- See below for general installation process.

B1. Select the desired components with the checkboxes, and select the install button. The default installation recommended.

B2. Select Next.

B3. This window will be displayed during the install process. This window shows status of the install.

B4. The software is being installed.

B5. Select Continue Anyway.


B7. Select Next.
B8. Select the desired folder name and location, and select whether you want anyone who uses this computer to be able to run the application. The default folder location is recommended.

B9. Select Next to start the installation.

B10. The window will display installation progress.

B11. Select Close.

B12. Select OK.

B13. Change the install directory if desired, and then select the large button on the top left. It is recommended that the installation is to the default directory.

B14. Select the Program Group for installation. Hittite is the recommended group.

B15. This window indicates that the installer for the Calibration software is starting installation.

B16. This window displays software installation progress.

B17. Select Close.

B18. The installation of all software components is complete.

Technical Support
Please contact applications@hittite.com or call (978) 250-3343 and request the HMC-T2000 technical support department.
B8. Select the desired folder name and location, and select whether you want anyone who uses this computer to be able to run the application. The default folder location is recommended.

B9. Select Next to start the installation.

B10. The window will display installation progress.

B11. Select Close.

B12. Select OK.

B13. Change the install directory if desired, and then select the large button on the top left. It is recommended that the installation is to the default directory.

B14. Select the Program Group for installation. Hittite is the recommended group.

B15. This window indicates that the installer for the Calibration software is starting installation.

B16. This window displays software installation progress.

B17. Select Close.

B18. The installation of all software components is complete.

Technical Support
Please contact applications@hittite.com or call (978) 250-3343 and request the HMC-T2000 technical support department.
B8. Select the desired folder name and location, and select whether you want anyone who uses this computer to be able to run the application. The default folder location is recommended.

B9. Select Next to start the installation.

B10. The window will display installation progress.

B11. Select Close.

B12. Select OK.

B13. Change the install directory if desired, and then select the large button on the top left. It is recommended that the installation is to the default directory.

B14. Select the Program Group for installation. Hittite is the recommended group.

B15. This window indicates that the installer for the Calibration software is starting installation.

B16. This window displays software installation progress.

B17. Select Close.

B18. The installation of all software components is complete.

Technical Support
Please contact applications@hittite.com or call (978) 250-3343 and request the HMC-T2000 technical support department.